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PROLIGHT 3D AKU 
 

As a result of the batteries being installed directly in the lamp, there is an option to move the light 
sources separately - without a stand. Adjustable lighting angle, which allows you to illuminate the 
entire workplace. The floodlights are made of high-quality materials, which translates into their 
durability.  In addition, it is possible to charge the batteries with the use of a mains charger (the 

floodlights can work during charging). The set includes 2 chargers so we can reduce charging time to 
a minimum. On the back of the lamps there is a USB connector, which acts as a PowerBank. Each of 

the floodlights uses 3 modes of illumination 100%, 50% and 10%. 
 
 

MIN/MAX HEIGHT 1500-3400 mm 

POWER SUPPLY 7,4V 6600 mAh-Li/ CHARGER 230V 5m 

COLOR TEMPERATURE 6500K 

LUMINOUS FLUX 98lm/W (9800 lm) 

IMPACT RESISTANCE IK 07 

POWER CONSUMPTION 2X50W 

MATERIAL PLASTIC, ALUMINIUM, STEEL 

IP CODE IP65 

WEIGHT 12,5 kg 

CROSSBAR LENGTH  570 mm 

ILLUMINATION TIME/CHARGING TIME 100%-2,5h; 50%-5h; 10%-15h/3h 

WARRANTY 24/36 months 
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Operating instructions for PROLIGHT 3D AKU series lighting masts 
 

 
Lighting masts are designed for illumination of e.g.: 
- the area of night rescue and firefighting operations 
- military operations 
- police operations 
- railway tracks in case of breakdowns and interim night work 
- emergency works and excavations 
- guarded parking areas 
- sports and leisure areas  
- interiors of production and storage halls 
- construction sites 
- lighting of the workplace in automobile repair shops 
- for other night work outside of potentially explosive areas 

The set includes: 
1. A light bar with floodlights. 
2. A lighting stand. 

 
PROLIGHT 3D AKU lighting masts can be used both indoors and outdoors. 
 
Technical data of the stand: 

TYPE 
Height after unfolding 

[mm] 
Height after folding  

[mm] 
Stand weight 

 [kg] 

LS 120 3150 1500 7 

The specified heights do not include the height of the light bar 
 
SAFETY INSTRUCTIONS: 
1. Before use, check the floodlight or the power supply unit each time for any damage. Never use the 
floodlight or power supply unit if any damage is found. In this case, consult an electrician or contact 
the manufacturer's service address provided. If you do not take the above recommendations into 
account, there is a danger of loss of life due to electric shock! 
2. Never open the device. The floodlight does not have any elements that would require 
maintenance. 
3. LEDs are not interchangeable. 
4. Do not use the floodlight in explosive atmospheres where flammable liquids, gases or dusts are 
present. Danger of loss of life! 
5. Make sure that children do not have access to the floodlight. Children cannot properly assess the 
danger of electric current. 
6. Use only the included AC adapter and cable to power the device. 
7. Damaged protective casing must be replaced with the original protective casing before you can 
start using the floodlight again. 
8. Before cleaning, disconnect the power supply from the power source and turn off the floodlight. 
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9. To avoid dazzle, do not point your eyes directly at the light. 
10.  Please note that the product has an IP65 rating (dust protection and protection against water jet 
of 12.5 l/min directed on either side of the casing) only if the battery package is correctly installed. 
The product does not have an IP65 rating (dust protection and protection against water jet of 12.5 
l/min directed on either side of the casing): 
 - during the charging process 
 - when using the USB output 
 
THE USE OF THE LAMP: 
To turn on the floodlight, simply press the A button on the back. 
Pressing the button repeatedly changes the light intensity from 100% to 50%, to 10% and then 
switches off the floodlight (“off”). 
The lower the light intensity, the longer the time of lighting. 
If the position of the button remains unchanged for more than 3 seconds, pressing it again always 
switches off the floodlight (“off”). 
If the plug-in power supply is connected to the floodlight and the electrical outlet when the unit is 
switched on, the floodlight will automatically switch to mains power, emitting light with 100% 
intensity. 
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POWER SUPPLY OF THE HYBRID FLOODLIGHT WITH MAINS VOLTAGE 

With the use of the plug-in power supply F and charging cable G, the charging socket H of the hybrid 

floodlight is connected to the mains. 

 

When the switch is pressed, the headlamp emits light. 
In the event of a power failure or disconnection of the plug-in power supply from the mains, the 
floodlight will automatically switch to battery power, emitting light with 100% power. 
The battery is charged when the hybrid floodlight is connected to the mains. The charging indicator 
flashes. At the same time, light can be emitted. The battery charges the fastest when the floodlight is 
off ("off"). 
CHARGING EXTERNAL DEVICES VIA USBH 
The display has a USB PowerBank function. An external device (e.g. smartphone or tablet) can be 
connected to the USB B output and charged. The number of possible charging cycles depends on the 
type of external device and the charge level of the floodlight battery.  
BATTERY STATUS INDICATOR 
Indicates the current battery charge level, i.e. shows the amount of remaining energy. The battery 
level indicator C appears automatically when the floodlight is switched on. While the battery is 
charging, C appears automatically when the floodlight is switched on. While the battery is charging, 
the indicator C shows the charge status. If 4 LEDs are lit up, it means that the battery is fully charged. 
When the battery level is very low, the floodlight flashes 5 times and the battery status indicator C 
starts flashing continuously. Then the floodlight will still emit light for approx. 10 minutes before the 
deep discharge protection turns it off. This ensures enough time to finish work.  
CHARGING THE BATTERY  
1.  To ensure optimal battery performance, it is recommended to discharge and recharge the battery 
before first use. 
2. The charging socket D is located underneath the cap on the side of the floodlight. 
3. The battery status indicator (see description above) can be used to read the battery charge level.  
4. In the event of longer interruptions in use, recharge the battery approximately every 3 months in 
order to extend its life. 
5. After recharging, it is necessary to cover the charging socket using the cap.  
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MAINTENANCE 
The light source in the floodlight is not interchangeable. When the light source is worn out, replace 
the entire floodlight. 
 
CLEANING 
Do not use solvents, caustic cleaners, etc. Use only a dry or slightly moistened cloth for cleaning. 

MAST OPERATION: 
1. Place the tripod on a hardened, level surface with optimal support spacing. 

WARNING!!! Excessively narrow spaced supports can cause the mast to fall! 
2. Mount the light bar on the stand and screw it on using the knob. 
3. Turn on the lamps as described in “USING THE LAPM” 
4. Extend the stand to the desired height. 
5. Secure the stand against falling down with the included clip pins. 
6. Secure each beam by turning the knob. 
7. When work is finished, unscrew the stands safety devices and carefully fold down. 
8. Turn off the lamps. 
9. Store the mast in a safe place. 

 
 

REMARKS AND SAFETY PRECAUTIONS: 
1. Some parts can become hot during operation. Allow the lamps to cool down before 

performing maintenance, folding down the mast or any other activity.  
2. Do not open the lamp housing. Always have service work carried out by qualified service 

personnel only.  
3. Protect against moisture and heat sources. 
4. Use a soft, slightly damp cloth to clean all mast components. Do not use volatile substances 

or solvents. Otherwise, the housingmay be damaged. 
5. To avoid electric shock, do not open the lamp while charging. 
6. Only use the charger supplied with the set. 
7. If the lamp is used or charged at temperatures below 0°C or above 40°C, the power may be 

reduced. 
8. When not in use, charge the lamp regularly every 3 months. 
9. Do not dispose of batteries in fire. 
10. Keep out of reach of children, there is a danger of swallowing small parts. 
11. Do not unfold the lighting mast in strong winds. 
12. The lighting mast should only be moved when it is folded to the minimum height. 
13. The manufacturer is not liable for damage resulting from failure to observe the instructions 

specified in this manual. 
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General warranty conditions for lighting products 
made by LIGHTPOL 

 

The guarantor 
LIGHTPOL Damian Sawicki 

Górzyn 37a 
59-305 Rudna 

 
General conditions 

 
LIGHTPOL Damian Sawicki grants a warranty for lighting products according to the rules described in 

this document. 
 

1. Product covered by warranty: Epistar/Prolight Lighting mast 
2.  We guarantee that in case of using the above products in accordance with the rules of their 

operation, they will function properly for at least the granted warranty period, subject to the 
reservations described in this document. 

3. The guarantor grants a warranty for the products sold for a period of: 
 - 2 years for products with light source 

- 3 years for products without light source  
on the condition that the buyer confirms the purchase of the products by presenting an 
invoice. 

4. The warranty period is extended by the repair time for the replaced component. 
5. The warranty period starts from the date of purchase / delivery of the goods by the supplier.  
6. The warranty only applies if the products have been used in accordance with their intended 

use, have been installed in accordance with the conditions set out in the instructions manual 
and in accordance with the trade.  

7. Lighting masts covered by the warranty must not be exposed to any mechanical or chemical 
stress, and ambient temperatures and power supply voltage must not exceed their rated 
values. 

8. Violation of the above rules, and the other rules set forth herein, shall void the warranty. 
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Normalwear 
1. The warranty does not cover the natural wear of the materials used, e.g. yellowing of the 

lampshades, matting of lacquer coatings, which may become discolored over time or as a 

result of weather conditions. 

2. The warranty does not cover: 
- defects resulting from improper use of the products, 
- defects resulting from third parties' actions, 
- defects resulting from events for which LIGHTPOL Damian Sawicki is not responsible, 
- defects resulting from chemical, thermal, mechanical, light and other factors, the impact of 
which on the products is contrary to operating instructions or technical knowledge, 
- defects resulting from improper maintenance or storage, 
- defects resulting from modifications, changes or repairs made by an unauthorized service, 
-corrosion caused by damage or scratches on surfaces causing 
removal of the protective layer, corrosion in places of screw connections, where corrosion of 
bolt and nut threads is natural, corrosion of moving elements of lifting mechanisms. 
 

Warranty claim 
1. The claims shall be filed by means of a claim form, the template of which is made available in 

Annex 1. 
2.  The condition for recognition of a warranty claim is to document the fact of purchase of the 

defective product by means of an invoice and inclusion of a detailed description of the defect 
found. 

3. It is the responsibility of the warranty holder to deliver the product to the place of purchase. 
 
 
 
 
 
 
 
 
 
 
 

 
 

It is forbidden to dispose of waste equipment marked with the crossed-out bin symbol with 
other waste. The User is obliged to hand it over to collectors of electrical and electronic 

waste. 
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Manner of warranty claim handling 
1. If the claim is justified, the delivery costs shall be covered by the Guarantor, provided that 

the proposed method of delivery of the product and the costs of such delivery are accepted.  
2. The Guarantor does not cover additional costs related to the removal of losses. 
3. The Guarantor's liability is limited to the maximum value of the product.  
4. In case of an unreasonable claim, the obligation to collect the product rests with the party 

filing the warranty claim.  
5. If the product is not collected after being called upon by the Guarantor, the party filing the 

warranty claim shall bear the cost of storing the product, or the cost of returning it. 
6. The warranty does not cover the costs of disassembly or assembly of the defective product, 

and any possible damages related to the necessity of disassembly, delivery, assembly or 
temporary deprivation of the possibility of use. 

7. The guarantor shall process the claim within 14 working days from the date of delivery of the 
defective goods to the guarantor.  

8. If in the process of warranty claim processing it is necessary to obtain additional information 
related to a defect or the manner of using the goods, the Buyer shall be obliged to provide all 
necessary data and information. 

9. The warranty claim shall be considered within the above time limit, however, with the 
reservation that if the claim requires detailed technical examination, its duration shall 
automatically extend the period of consideration of the warranty claim.   

10. The Guarantor shall inform the applicant in writing or by e-mail about the consideration of 
the application. 

11. If the warranty claim is justified, the Guarantor shall: 
- replace the defective product with a new one free from defects or 
- repair the defective product free of charge or 
- issue a correction invoice for the product subject to the warranty claim.  

12. The Guarantor selects the way in which the claim will be processed. 
If, as a result of the acceptance of the warranty claim, any parts of the defective product are 
replaced, the warranty for the replaced parts does not start anew.  

 

Otherconditions 
1. The change of color of the LED modules is not covered by the warranty. 
2. The parameters of the new LED modules are subject to a tolerance of +/- 15% for luminous 

flux, color temperature and product performance. 
3. The warranty is void if the product is connected to an installation without a permanently 

built-in overload protection in the LED lighting circuit. 
4. The guarantee granted by LIGHTPOL Damian Sawicki does not transfer to third parties. 
5. The guarantee shall be valid throughout the EU. 
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Attachment No. 1   
   .…………………………………………….. 

place and date of claim 
Warranty claim form 

Data available on the product nameplate 

Detailed description of the failure: 

 

 

Send the claim to: 

 

Distributor’sstamp/details 

 

THE DETAILS OF THE COMPANY FILING THE 
CLAIM: 

PERSON FILING THE CLAIM 

Company name: 
Address: 
 
NIP (Tax Identification Number): 

First and last name: 
Phone no.: 
e-mail: 

Product model: Serial No. of the device: 

Date of purchase: Date of failure: 


